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REPAIR & REPLACEMENT PARTS

ELECTRIC MOTORS
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Split Phase Motor  
SPECS                                         PRICE                ITEM NO.
1725rpm, 1/2hp, 1/2ò Sgl. Shaft, adapter for 5/8ò, Sleeve Bearings. 48/56 Frame, 
Resilient Cradle Mount, Open Drip Proof construction. Typical Application: 
Residential Furnace. 115VAC @ 60hz, 7.2 amps. Automatic Overload Protection 
- Class B Insulation. Continuous Duty, quick-connect terminals for easy rotation 
change. ship weight 18 lbs.          $114.75             352-GF2054

Electric Fan Motor
SPECS                                                                                       PRICE         ITEM NO.
1550 rpm - 1/37 hp Unit Bearing Motor, Totally Enclosed Air-Over, 115 Volts, 0.25 Full Load 
Amps, 60/50 Hz, 2 Output Watts. Body Diameter 3-1/2 In, Service Factor 1.0, Rear/Foot 
Mounting, Sleeve Bearings, Thermal Protection Impedance, All Angle 1/4ò-20 threaded 
shaft, 7/16ò L, Rotation CWLE. Ambient 50Á C, Insulation Class B, Length Less Shaft 
2-13/16ò, Non-Standard NEMA Frame. Ship Weight 1.65#         $20.50          352-4ME53

Large Fan Motor
SPECS                 PRICE                ITEM NO.
Typical Application: Shaft-Mounted Fans/Blowers. 1/3hp, 1625 rpm, 3-Speed. 1/2ò diam. twin shafts (7-3/8 
and 8ò long). Rotation CCWLE. Permanent Split Capacitor (2GE76 required), Open Air Over, 115VAC, Full 
Load Amps 4.0, NEMA 48Y Frame, Body Dia 5-5/8 In, Service Factor 1.0, 60/50 Hz, Ring/Stud Mount, 
Sleeve Bearings, Auto Thermal Protection, Ambient 40Á C, Insulation Class A, Continuous Duty, Resilient 
Ring Dia 2-1/4ò, Stud Pattern 3-5/8ò, Length Less Shaft 5-1/8 In, Lead Length 36 In, 1 Phase, Ship Weight 
14.0 lbs.          $159.69               352-4MB13

4 Major Motor Types
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Motor Terms/Abbreviations
""6ɯǻɯ"ÖÜÕÛÌÙɪÊÓÖÊÒÞÐÚÌ
"6ɯǻɯ"ÓÖÊÒÞÐÚÌ
"6ɤ""6ɯǻɯ1ÌÝÌÙÚÐÉÓÌ
1$5ɯǻɯ1ÌÝÌÙÚÐÉÓÌ
+$ɯǻɯ+ÌÈËɯ$ÕË
2$ɯǻɯ2ÏÈŜɯ$ÕË
,ÖÜÕÛɯǻɯËÌÚÊÙÐÉÌÚɯÏÖÞɯÔÖÛÖÙɯÐÚɯÈŲÈÊÏÌËȭɯ
2ÛÈÕËÈÙËÐáÌËɯÊÏÖÐÊÌÚɯÚÜÊÏɯÈÚɯ1ÌÚÐÓÐÌÕÛɯ"ÙÈËÓÌȮɯ
1ÐÎÐËɯ"ÙÈËÓÌȮɯÈÕËɯ2ÛÜËɯÔÖÜÕÛÐÕÎɯÈÙÌɯÖřÌÙÌËȭ
-$, ɯǻɯ-ÈÛÐÖÕÈÓɯ$ÓÌÊÛÙÐÊÈÓɯ,ÈÕÜÍÈÊÛÜÙÌÙɀÚɯ
 ÚÚÖÊÐÈÛÐÖÕȮɯÈÕɯÖÙÎÈÕÐáÈÛÐÖÕɯÛÏÈÛɯÌÚÛÈÉÓÐÚÏÌÚɯ
ÚÛÈÕËÈÙËÚɯÍÖÙɯÔÖÛÖÙÚȮɯÈÔÖÕÎɯÖÛÏÌÙɯÛÏÐÕÎÚȭ

Toggle Switches
ƗɤƘÏ×ɯɑɯƕƖƔɪƖƘƔɯ5 "ȮɯÔÖÜÕÛɯÐÕɯƕɤƖɂɯÏÖÓÌȮ
Ü×ɯÛÖɯƕɤƘɂɯÛÏÐÊÒɯ×ÈÕÌÓÚȭ
TERMINAL TYPE PRICE ITEM NO.
Two 1/4ò quick-connect tabs $6.50 366-4X846
Four 1/4ò q.c. tabs, Satellite buffers $7.80 366-4X849
Six 1/4ò quick-connect tabs $8.80 366-4X851
Three tabs, for 2-speed motors $6.05 366-4X848
Two 6-32 screws $5.65 366-2X464
Four 6-32 screws $9.60 366-2X467
Two 6ò wires $6.75 366-1X878

Electrical Switches
SPECIFICATIONS PRICE ITEM NO.
Feed-thru cord switch, on/off, for 2-wire 18 AWG SJ and SJT cords up to 0.25ò diam. 3 
amp @ 125VAC $3.75 366-2X547
Rocker switch for Olympic buffers, 1 hp - 16 amp @ 250VAC, non-industrial 
 $4.00 366-LQ30425
Rocker switch, 4 tab terminals $7.35 366-3XC55
Push-button for H29 & H29A Handler motors $10.00 366-H29SP
Replmnt. for foot controls, snap-action, pin actuators, 1.49 x .74 x .41ò 
 $3.50 366-3XG43

Commercial Duty Motor 
SPECS PRICE ITEM NO.
1725 rpm, 1/3 hp - 1/2ò Dual shaft, 1-7/8ò L. Split-Phase Open Pan Drip, Single Speed, 
Sleeve Bearing, Rigid Mounting, 115 Volts Ship Weight: 15.0 lbs. 
  $88.95 352-2K686

3-wire Electrical Cords
SPECIFICATIONS PRICE ITEM NO.
No switch, 8 ft. 16 ga. $5.55 366-1W513
Inline switch, 8 ft. 18 ga. wire $18.75 366-1W732




